
Vertical awnings

Front-mounted awning 
protect
Data sheet

Front-mounted awnings protect are side seam guided 
vertical awnings. They consist of extruded cassettes 
that are either mounted directly on smaller windows 
or with spacers on large façades. They provide perfect 
heat protection and are at the same time suitable for 
wind-exposed locations.
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Front-mounted awning protect
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Box forms and box sizes:

Guide rails for direct mounting or  
distance bracket mounting:

Limit dimensions front-mounted awning protect

Features:

	� side seam guided

	� Four box sizes

	� Direct or spacer mounting

	� Crank handle (for Q85 l Q100) and 
motor

	� available as left or right roller

	� Large variety of colours

Angular design

Q85
Q100
Q115
Q130

Crank handle
Q85 l Q100

Motor
Q85 l Q100

Motor
Starting from 
E100

Motor
Starting from E100 / E115 / 
E130

Square design

E100 (100x130)
E115 (115x150)
E130 (130x170)

Round 
design

R130

Box size Max. surface [m²] Min. height [mm] Max. width [mm] Max. height [mm]

Q85 7 500 2500 2800

Q100 l E100 12 500 3500 3500

Q115 l E115 12 500 4000 4000

Q130 l E130 l R130 12 500 5000 4500

All limit dimensions are dependent on the type of fabric. For details, please refer to the technical documentation.
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