
ONYX® 
CONTROLS

ONYX.WEATHER

The Weather Sensor ONYX.WEATHER detects external 
environmental influences such as wind speed, sun intensity 
and façade temperature. Use these values to implement 
your requirements and automation wishes for your sun 
protection system. 
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Subject to modifications.

ONYX.WEATHER

WEATHER SENSOR  
FOR THE FACADE

The integrated sensors provide more security and 
living comfort in your home. In strong midday heat, 
the external blinds close automatically, keeping the 
room temperature comfortable to keep the room 
temperature comfortable and your plants or  
animals  happy. The humidity and pressure are also 
captured to give you the best possible overview of 
the climate on the façade in the app.

Field of application and use

The Weather Sensor ONYX.WEATHER serves to 
record external weather influences such as wind 
speed, sun intensity and temperature. The sensor 
is mounted on your facade and is immediately 
ready for use after being supplied with electricity 
and scanned into the ONYX® app. 

The Weather Sensor ONYX.WEATHER shields your 
sun protection systems from excessive wind 
speeds, which can cause major damage. The 
Weather Sensor ONYX.WEATHER automatically 
controls all sun protection systems assigned to it 
when the set threshold values are exceeded. The  
wind protection class for each curtain can be set  
individually from your smartphone. The Weather 
Sensor ONYX.WEATHER is also displayed graphi-
cally in the app and you can immediately see which 
wind speeds prevail on your façade.

Your Smart Home System ONYX.HOME. As with 
all other ONYX® components, your Smart Home 
System ONYX.HOME can be easily expanded by 
any number of weather sensors by simply scanning 
a QR code. ONYX.WEATHER should be installed 
close to the most sensitive sun protection system, 
but at least on the same façade side.

All advantages at a glance

�� Suitable for many types of sun protection:  
Venetian blinds / external blinds, roller shutters, awnings, façade awnings, ...

�� Simply mounted to the façade with two screws - 
screws and dowels included in delivery

�� Five meter connection cable for flexible cabling

�� Any number of ONYX.WEATHER per ONYX.CENTER possible

�� Can be used in combination with ONYX.CLICK also without  
ONYX.CENTER

�� Green LEDs symbolizes error-free operation - 
switches off automatically approx. one minute after power supply

�� Simple and fast teach-in into a Centerbox ONYX.CENTER 
via QR code

�� All settings can be set via the free ONYX® app

�� Wind speed individually adjustable for each system via the ONYX®-App

�� Brightness individually adjustable for each system via the ONYX®-App

�� Temperature at the façade is displayed in the ONYX® app

�� Humidity at the façade is displayed in the ONYX® app

�� Sensor values can be used for automatic operation in conjunction  
with ONYX.CENTER

�� All settings are retained in the event of a power failure

�� Supports live feedback - graphical display in the ONYX® app

�� Updateable via ONYX.CENTER

�� Routable as of autumn 2018


